
Innovative Scientific Solutions, Inc. 
7610 McEwen Road, Dayton, OH 45459           email: issi-sales@innssi.com   
Phone (937) 630-3012,  Fax (937) 630-3015       web: www.innssi.com 

Any and all underlying information and technology contained in this document may be subject to U.S. export controls, including the Export Administration Act (50 U.S.C. 56 §§ 4601-4623) and the Export 
Administration Regulations ("EAR", 15 CFR Parts 730-774) and may be subject to export or import regulations in other countries.  You are responsible for complying with all trade regulations and laws both foreign and 
domestic.  Except as authorized by law or distributor agreement with ISSI, you agree and warrant not to export or re-export this information to any country, or to any person, entity, or end-user subject to U.S. export 
controls, including without limitation persons or entities listed on the U.S. Department of Commerce Bureau of Industry and Security’s Entity List, Denied Person List, and Unverified List and the U.S. Department of 
Treasury's Specially Designated Nationals.  You further represent and warrant that no U.S. federal agency has suspended, revoked, or denied your export privileges.  
CANON® is a registered trademark of Canon, Inc.  Sigma® is a registered trademark of Sigma Corporation.  Tamron® is a registered trademark of Tamron Co., Ltd. 

Canon® EF Optical Kit 
(Product ID: OP-K-EF) 

The Canon® EF optical kit contains two Canon® EF lenses to be used on the PSP-CCD-C and PSP-CCD-M cameras.  The 
kit also contains all appropriate filters corresponding to the paints in the PSP-K pressure sensitive paint kit.   Use the 
following as a guide to installing the appropriate filters with their respective paints:   

Filter UniCoat PSP 
Binary UniCoat 

PSP 
UniTemp TSP CCTR TSP BinaryFIB® 

PSP 
UniFIB® PSP 

TurboFIB 
PSP 

Porous, 
Fast PSP 

450FH-50 x x x x x x x 
495FG-50 x 

OG530C-50 x 
OG550-50 x x 
RG610-50 x x x x 

Two 58-52 mm step-down rings are included in each optical kit which adapts the Canon® EF lens filter threads to the 
52-mm filter ring which houses the filter itself.  Filters with a reflective coating should be mounted with the reflective
side towards the painted surface.  The 450FH-50 is a reflective filter which blocks specular reflections from contacting
the filter glass.  Use the 450FH-50 in conjunction with all filters (except OG530C-50which is already coated with the
same reflective surface) and paints and mount in a separate filter ring in front of the filter glass as shown in the
diagram above.  Canon®, Sigma® and Tamron® EF/EF-S lenses can be used with the lens controller, LC-2 (using the
included LC-2A-C or LC-2A-M42 lens adapter) with no modification.

Part Quantity 
Filter Ring 5 

Step-Down Ring 2 
50-mm f/1.4 Lens 1 
28-mm f/2.8 Lens 1 

LC-2 Lens Controller 1 

All components contained in OP-K-EF are EAR99. 
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